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Classroom activities

Shot script

"he camera arm can be flipped at 270 degrees.

"he script can be shot at 90 degrees.

he classroom activities can be shot at 180 degrees.
It can be used as a simple recording device.

Through transferred by wireless, the images of 720P
and 1080P frame can keep above 30 fps.

°1 second shooting

A4 format TG oy
N7 . & 8 RGBZ24 real colors

Maximum shooting format: A4 format, image color
RGB24 real colors, the shooting speed is no more
than 1 second.
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Wireless £38c20

Interactive Document Camera

Wireless design
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Wireless design, easy to carry.

Supports wireless WiFi multi-point connection.
Wireless transmission frequency 300M/S.

The overall weight is under 600g, light

and convenient for mobile teaching.
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A document camera can be connected to multiple
computers. After installing the software, students can
control the document camera through their own
computer view the collected images.

i '—8 million pixels

With 8 million pixels of camera to display a high
definition of images and movements.




Interactive Teaching Solution

|IQView E3820 can transmit real time video and images captured into interactive whiteboards or flat panel (such as IQBoard, IQTouch etc.).

.
d
on their own seats.

The solution can reach teachers’ interactive and cultivates students’ interest and presentation skills.
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nis solution allows the teacher to capture and present students’ learning procedure, groups’ learning contrast, and group learning
iIscussion. Teachers could explain and annotate at any time. And students could present their nomework and share their learning process

Solution contains Quantity Remarks
IQView E3820 1 pc Compulsory
|Q wireless teaching assistant software 1pc Compulsory
Interactive display 1 pc |QBoard, IQTouch, IQAIO

Specification

Model E3820

Appearance 270° free rotation

Camera 8M Pixel

Shooting Size A4

Work Mode WiFi

Secondary Lightsource Touching high light LED
Sensor HD CMOS

Image Format JPG, TIF, GIF, BMP, PNG
Video Format MP4, FLV

Operation System WinXP/Vista/Win7/Win8/Win10
Connection Way Support wireless WiFi multi-point connection
WLAN Card 300Mbps, Random distribution

*Specifications are subject to change without notice. *All dimensionst1cm.
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The Insh supplier for [QView 15 Media Scene Technology
DM House, Deansgrange Business Park, Blackrock, Co.Dubln.
Telephone: 01-2750800 Mobile: 067-2576094

Fax: 01-2828302 email: sales@mediascene.ie

Website: www.mediascene.le




